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ASSOCIATION FOR MAXIMUM SERVICE TELEVISION, INC. 

August 27,2002 

M L  Marlene H. Dortch 
Secretarv RECEIVE5 

1/76 IrlliSSOChUSettS AVO N W  

Suite 310 

Washington, DC 20036 

le1 (207) 861~0344 

O X  (202) 861~0342 

Federal Communications Commission 
445 12th Street, S.W. Davld 1. Donovan 

President 
AUG 2 7 2002 

~ ~ ” E W L  ~OMMUNIC/ITIUHS COMMISSION 
SFFlCt OF W E  SECHETARY 

TW-B204 
Washington, D.C. 20554 

Ex purle Notification 
CS Docket No. 98 -1 20 
In re Carriage of Digital Television Broadcast Signals 

Dear Ms. Dortch: 

On Monday August 26, Victor Tawil, Sr. V.P MSTV and I met with the following 
members of the Federal Communications Commission: the Honorable Kevin Martin and his 
legal advisor Ms. Catherine Bohigian; the Honorable Michael Copps and his legal advisor Ms. 
Alexis Johns, and Ms. Stacy Robinson, Legal Advisor to the Honorable Kathleen Abemathy. 

We discussed issues related to MSTV’s comments in the above reference proceeding, 
including the importance of PSIP. The attached documents were distributed during these 
meetings. 

Sincerely. pp- David L. onovan 

President 

Enclosures 

No. of Copies rec’d 
Lst ABCDE 



. 

PSIP features: 
- allows navigation and access to each of the channels 

within the Transport Stream 
- preserves channel branding 
- program guide (from I 2  hours to 16 days) 
- gives the user information for browsing and selectio 
- key system info (e.9.’ carrier freqs and source ID’S) 
- rating and content advisory info 

ATSC Receiver can scan active channels for 
PSIP and can build an integrated guide. 
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RF Ch. 31 
RF Ch. 46 

An existing analog broadcaster with 
a second digital channel. Branding 
is preserved. The DTV RF channel 
number is hidden from the viewer! 

A digital-only 
broadcaster 

(no analog channel,) 
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PSIP Tables 

Table Description 

STT 

MGT 

System Time Table - provides date and time 

Master Guide Table - provides version, size and PID’s of all 
other tables (except STT) 

VCT Virtual Channel Table - provides attributes for all virtual 
channels in this Transport Stream 

RRT Rating Region Table - provides rating information for multiple 
geographic regions 

EIT Event Information Table - provides information for events on 
the virtual channels 

ETT Extended Text Table - provides detailed descriptions of virtual 
channels and events 



Channel TSID is a 16-bit number that stands for 
- Transport Stream ID (digital) 
- Transmission Signal ID (analog ) 

The receiver may use the Channel TSID to verify 
that the Transport Stream acquired at the 
referenced carrier frequency is actually the desired 
multiplex. 

Can help resolve co-channel issues and instances 
where a DTV signal frequency is translated 
without modification of listed carrier frequency. 


